@ CIRTEX

GAIN VIORE GROUND

PREFABRICATED
STORMWATER
TANK

Customisable, waterproof, and ready to
install — saving time and space on-site

0800 247 839 | WWW.CIRTEX.CO.NZ




PREFABRICATED STORMWATER TANK

Prefabricated

Stormwater
Tank

Prefabricated stormwater tanks are customisable, 100% waterproof, HDPE-lined,
and fully welded. They save contractors significant time by being supplied ready for
simple underground installation on-site.

Prefabricated Stormwater Tanks save valuable construction time and workspace
on-site. With an internal void space ratio of over 95%, Prefabricated Stormwater
Tanks are built off-site, lined with thick, robust HDPE and weld sealed, creating a
100% waterproof solution. They are wrapped in geotextile, then delivered to the
site where and when you need them. Once all ground prep is done, the lightweight
units are simply lifted into place.

Having a ready-to-install Prefabricated Stormwater Tank delivered directly to the site
saves valuable contractor time. Prefabricated Stormwater Tanks are customisable

to fit site specifications, including dimensions, pipe numbers, and pipe placement.
Standard units of 20m?3, 5m?3, and 10m? are available, but Prefabricated Stormwater
Tanks can be adjusted to meet most supplied designs.

With a modular design and structural capabilities, Prefabricated Stormwater Tanks
distribute loads evenly and allow for usage in both trafficable and landscaped areas,
offering a high safety factor. The system can be integrated into traditional pavement
designs without the need for additional concrete slabs for protection.
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SPECIFICATIONS

Code Volume

61258 - RainSmart Stormwater System Prefabricated = 20m>- Including 2x 300mm Linear Access Module
61259 - RainSmart Stormwater System Prefabricated 5m?*- Including 2x 160mm-Linear Access Module
61260 - RainSmart Stormwater System Prefabricated 10m? - Including 2x 300mm Linear Access Module

FEATURES >
Q Save valuable construction time
Q Are customisable to meet specific site requirements
Q Are 100% waterproof, using weld sealed, thick HDPE lining

° Are delivered to site where and when you need them
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DISCLAIMER

The information provided in this publication is correct
to the best knowledge of the company and is given
out in good faith. The information presented herein
is intended only as a general guide to the use of
such products and no liability is accepted by Cirtex
Industries Ltd for any loss or damage however arising,
which results either directly or indirectly from the
use of such information. Cirtex Industries Ltd has a
policy of continuous development so information and
product specifications may change without notice.




