
The AquaFort system is designed to provide in-ground water retention, detention and soakage to mitigate the effects 
of peak flow events. AquaFort modules are extremely versatile and are designed to conform to most shapes and sizes 
to suit site conditions and constraints. The AquaFort modules are simply stacked into a matrix of modules to create the 
desired storage volume.

APPLICATION:
Applications include inground retention, detention and soakage. 

This product has been manufactured under the
controls established by a Bureau Veritas certification

approved management system that conforms with
ISO 9001:2015. Bureau Veritas Certification

certificate number NZ002020-1

•	 AquaFort is a design registered or design registered pending system of Cirtex®.
•	 Crush load figures are typical figures taken from full scale testing in a materials testing laboratory. As with any polymer based system actual 

crush loads can vary slightly from batch to batch. Designers should apply an appropriate reduction factor to the ultimate load based on the 
application. Cirtex can supply specific batch testing reports if required.

TYPICAL PROPERTIES – MODULE DIMENSIONS

MODULE
(Units)

HEIGHT 
(mm)

WIDTH
(mm)

TYPICAL MODULE VOLUME 
(Litres)

TYPICAL WATER STORAGE VOLUME 
(Litres)

Half 430 730 228 210

Single 780 730 412 400

Single + Half 1210 730 641 610

Double 1560 730 824 800

Double + Half 1990 730 1055 1010

Triple 2340 730 1236 1200

MATERIAL Proprietary recycled polypropylene composite

BIOLOGICAL & CHEMICAL RESISTANCE Unaffected by moulds and algae, soil borne chemicals, bacteria 
and bitumen.

SERVICE TEMPERATURE -10ºC to 75ºC

ULTIMATE LOAD / UNCONFINED CRUSH TESTING Vertical Crush Strength = 40 t/m2

 

DISCLAIMER All information provided in this catalogue is correct to the best knowledge of 
the company and is given out in good faith. The information presented herein is intended 
only as a general guide to the use of such products and no liability is accepted by Cirtex for 
any loss or damage however arising, which results either directly or indirectly from use of 
such information. Cirtex have a policy of continuous development therefore information and 
product specifications may change without notice. This catalogue is subject to copyright in its 
entirety. The contents may not be reproduced in any form, either in whole or in part, without 
written permission from Cirtex. While every effort has been made to ensure the accuracy of 
the information in this catalogue, Cirtex assumes no responsibility for errors or omissions or 
for any consequences of reliance on this catalogue. Copyright 2026. All rights reserved.
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