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TOOLS REQUIRED FOR INSTALLATION

•	 Hammer Drill with 12mm masonry drill bit.

•	 Impact driver with 18mm socket

•	 Marking / measuring equipment

•	 12x75mm Screw Bolt x 4 

•	 250 x 75 x75mm MagnumStone End Cap

    Bracket x1

MAGNUMSTONE END CAP BRACKET KIT 
COMPONENTS

i TO ORDER CALL US ON:
1800 012 681



i TO ORDER CALL US ON:
1800 012 681

Position the end cap against the block 
end, on prepared levelling pad, while 
taking care to ensure that the top & 
front edges align with the block.

Drill 12mm holes to 80mm depth.  
(Tip: To reduce the risk of accidentally 
drilling through to the front face of the 
end cap, PVC adhesive can be used as a 
depth marker on the drill bit)

Place the mounting bracket with 
the holes at 190mm centres facing 
downwards, flush with the block end 
edge, and mark the hole locations.  
(Avoid positioning bolt locations over 
recesses in the block surface to achieve 
maximum fastening penetration).

Confirm the end cap is correctly 
positioned against the block before 
driving the screw bolts in with the 
impact driver. 
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INSTALLATION
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®

DISCLAIMER

CIRTEX INDUSTRIES PTY LTD

All information provided in this document is 
correct to the best knowledge Cirtex Industries 
Pty Ltd (“Cirtex”) and is given out in good faith. 
While every effort has been made to ensure the 
accuracy of the information in this catalogue, 
Cirtex assumes no responsibility for errors or 
omissions or for any consequences of reliance 
on this catalogue. The information presented 
herein is intended only as a general guide to 
the use of such products and no responsibility 
or liability is accepted by Cirtex for any loss 
or damage however arising, which results 
either directly or indirectly from use of such 
information. Cirtex has a policy of continuous 
development therefore information and 
product specifications may change without 
notice. This document is subject to copyright 
in its entirety. The contents may not be 
reproduced in any form, either in whole or in 
part, without written permission from Cirtex. 
Copyright 2022. All rights reserved.
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