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DISCLAIMER
All information provided in this brochure is correct to the best knowledge of the company and is given out in good faith. The information presented herein is intended
only as a general guide to the use of such products and no liability is accepted by Strol Ltd for any loss or damage however arising, which results either directly or
indirectly from use of such information. Strol Ltd have a policy of continuous development therefore information and product specifications may change without notice.
This brochure is subject to copyright in its entirety. The contents may not be reproduced in any form, either in whole or in part, without written permission from Strol
Ltd. While every effort has been made to ensure the accuracy of the information in this brochure, Strol Ltd assumes no responsibility for errors or omissions or for any
consequences of reliance on this catalogue. Copyright 2022. All rights reserved.
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Cut back and clear the area 
where Rustique Corten Steel 
Edging will be placed.

Slide the next strip over the 
tab of the installed strip, and 
drive into the ground until the 
locking tabs connect.

Support using the Edging 
Stake. Gently tap the Edging 
Stake over the strip.

Precut the line with a spade 
to make insertion easier. 
Water the soil if necessary.

NOTE: Start placement from 
the correct side so each new 
strip is placed over the 
exposed tab.

Drive the edging into the 
ground, using a hammer over 
a piece of wood to protect the 
top rolled edge.

You can bend the strips to 
create curves or corners.

For 90o corners, use the 
corner stake to connect 
each strip.


