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PebbleLock™ s

For stabilizing pebbled paths, patios & driveways

PebbleLock™ is a recycled plastic, aggregate stabilization system designed to
create attractive, low-maintenance outdoor surfaces. Ideal for residential
applications, it delivers the natural look of decorative stone with the stability
of a hard surface, without the cost and complexity of concrete or asphalt.

Installed beneath decorative gravel or pebbles, PebbleLock locks aggregate in place to create a firm,
durable surface for walkways, patios, driveways, parking areas, and outdoor living spaces. Its permeable
design allows rainwater to drain naturally into the ground, helping reduce puddles, rutting, washout,
and gravel migration.

Strong enough for pedestrians, bicycles, and vehicles, PebbleLock provides a clean, stable finish that
stays looking great year after year with minimal maintenance. For sloped installations up to 11° (20%
grade), integrated anchor points allow panels to be secured with landscape spikes for added stability.

For best results, use rounded or angular gravel or pebbles between %" and %".

PRODUCT SIZE CODE

PebbleLock 5 % sq. ft Black 33 Vig" x 23 V4" x 6" 61342

Keeps pebbles underfoot and
under control

Panels interlock securely

Optimized to meet US conditions

PebbleLock pavers have a simple but effective
clip mechanism that makes installation simple
and keeps them all securely together

100% recycled, 100% recyclable




Installation
Instructions

Prepare the Foundation

Remove existing vegetation,
excavate to hard ground / clay and
prepare base course.

Lay Geotextile

Line the excavated area
with a geotextile to stop
intermixing of sub-grade soil
and base-course stone.

Prepare the Foundation
Foundation should be:

+  Paths: a 2" well compacted
layer of clean angular stone
%H - 1"‘

«  Driveways/Carparks: a 4" - 6"
well compacted layer of clean
angular stone %" - 1".

Add Bedding Layer

Evenly spread a %" bedding layer of
crusher dust or clean, sharp sand
over the road base. This does not
need compaction.

Install Edging Restraints

If required, install edging restraints
or curbing of your choice.

Fill/Stones
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Lay PebbleLock Pavers

Lay the PebbleLock pavers on the
bedding layer working from left to
right and joining with the connecting
clips. As you work, stand on the
installed PebbleLock pavers rather
than the bedding layer to keep the
prepared surface level. Ensure the
pavers clip together correctly. Trim to
shape with a hand or circular saw, or
similar, where required.

Fill the PebbleLock Pavers

Fill the pavers with up to %"
pebbles and rake to evenly
distribute over the pavers until
the pebbles exceed the height of
the cell wall by at least %" and
are level.

Finished!

The surface may be
trafficked immediately.

Maintenance

Maintenance is limited to sweeping
or raking occasionally and
removing leaves and other debris.

WATCH
INSTALLATION
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DISCLAIMER

Allinformation provided in this brochure is correct to the best
knowledge of the company and is given out in good faith. The
information presented hereinis intended only as a general guide to the
use of such products and no liability is accepted by Strol Ltd for any loss
or damage however arising, which results either directly or indirectly
from use of such information. Strol Ltd have a policy of continuous
development therefore information and product specifications may
change without notice. This brochure is subject to copyright inits
entirety. The contents may not be reproduced in any form, eitherin
whole or in part, without written permission from Strol Ltd. While every
effort has been made to ensure the accuracy of the information in this
brochure, Strol Ltd assumes no responsibility for errors or omissions or
for any consequences of reliance on this catalogue. Copyright 2026. All
rights reserved.
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