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Preparing Your Materials

Dig Your Trench

Make plastic edging easier to work with by laying the unrolled coil in the
sun to warm, which will increase it’s flexibility.

Use a rope or garden hose to lay out a line where you plan to install the
edging. Trench approximately 100mm to 125mm depending on the type
of edging and desired appearance.

Warning: if you place edging on grass, it’s dark colour will attract heat
and kill underlying grass. Allow no more than 20 minutes on grass.
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Install Edging

Fill Bed

Use Terrace Board Stakes (sold separately) to secure edging on the
inside of the landscape bed.

With edging secure, fill inside of landscape bed with rocks, mulch, or
other decorative materials.
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DISCLAIMER
All information provided in this brochure is correct to the best knowledge of the company and is given out in good faith. The information presented herein is intended
only as a general guide to the use of such products and no liability is accepted by Strol Ltd for any loss or damage however arising, which results either directly or
indirectly from use of such information. Strol Ltd have a policy of continuous development therefore information and product specifications may change without notice.
This brochure is subject to copyright in its entirety. The contents may not be reproduced in any form, either in whole or in part, without written permission from Strol
Ltd. While every effort has been made to ensure the accuracy of the information in this brochure, Strol Ltd assumes no responsibility for errors or omissions or for any
consequences of reliance on this catalogue. Copyright 2017. All rights reserved.

