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OUTLINE
This guide is generic in nature and would be superseded by any project specific installation 
guidance. 

The best time to install Root Barrier is at the time of planting to prevent root damage and 
therefore the steps below are structured for new planting. Professional advice from a suitably 
qualified Arborist or landscape architect must be sought if you are considering installing Root 
Barrier around an established tree.

APPLICATIONS
This installation guide is structured to cover the following common applications:

1.	 Single Trees/Plants
2.	 Multiple Trees/Plants side-by-side

STORAGE AND HANDLING
When the Root Barrier rolls are delivered to site it is recommended to check the height matches 
the requirements of the project documents. All Root Barrier rolls should be in good condition 
before being accepted on site. 

Root Barrier is transported and stored in rolls. These rolls can be stacked on top of each other but 
must not exceed seven rolls high and must be suitably secured. If stored on the ground, place a 
tarpaulin down first to help protect the rolls from dirt and wrap over the top of the rolls to keep 
them dry, and easy to handle. For stacked rolls extra care is required to ensure the stack is stable 
and the rolls cannot fall or roll. 

Root Barrier rolls are supplied in easy to handle rolls and can typically be installed manually 
without any machinery. 

If you have any questions regarding storage and handling of Root Barrier, please contact your 
Cirtex® representative.
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METHODOLOGY

1
Product Selection

If not specified, select a suitable 
Cirtex Root Barrier height based on 
the current range available.

NOTE: We recommend keeping the 
Root Barrier at least 300mm above 
the ground water level to prevent 
roots sitting directly in water. 

5
Cutting of Root Barrier

Cirtex Root Barrier can be unrolled 
and cut to size with a sharp knife 
providing the root barrier is 
supported by a piece of timber 
underneath to prevent injury. 
Suitable gloves must be worn during 
cutting. 

If required, whole rolls of Cirtex 
root barrier can be cut using a 
reciprocating saw or similar. Suitable 
eye and ear protection must be worn 
during cutting when using such 
equipment. 

6
Backfill

Backfill against the Root Barrier 
with the specified growing media 
to keep it in place and ensure that it 
remains upright during this process 
(temporary timber pegs or Steel Y 
Posts may assist). Backfill materials 
must be free of large rocks or 
materials that could puncture the 
Root Barrier.

3
Root Barrier Placement

Line the perimeter of the tree pit 
with Root Barrier placed vertically. 
Root Barrier should be positioned 
flush with the finished ground level 
surface. 

Advice from a professional Arborist 
or Landscape architect should always 
be sought if the proximity from 
the root ball is not specified on the 
project drawings. 

NOTE: For continuous planting with 
plants close together, it may be 
acceptable for the Root Barrier to 
be placed along the length of the 
tree pit in a continuous length.

2
Preparation

Prepare tree pit. Sides should be 
reasonably smooth. Any sharp 
protrusions that could puncture Root 
Barrier should be removed.

4
Joining of Root Barrier 

Root Barrier should be overlapped 
at joins by a minimum of 300mm 
and taped on both sides using an 
industrial Tape the full height of the 
Root Barrier. 
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DISCLAIMER
The information provided in this publication is correct to the 
best knowledge of the company and is given out in good 
faith. The information presented herein is intended only as 
a general guide to the use of such products and no liability 
is accepted by Cirtex Industries Ltd for any loss or damage 
however arising, which results either directly or indirectly 
from the use of such information. Cirtex Industries Ltd has 
a policy of continuous development so information and 
product specifications may change without notice.
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